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CATO metric screws are designed to fasten
various types of components, as the securing is
achieved between the screw and the nut, or the
previously tapped hole. They are widely used in
any industry that assembles products and
requires high quality standards on their assembly
lines.

Pan Head Countersunk

We manufacture our STEEL-HEARTED screws
with the highest quality standards, following the
specifications of the DIN (German), JIS
(Japanese), and ISO (international) standards.

We are a company certified under ISO9001:2015,
committed to delivering high and consistent
quality to our customers.

We also offer special manufacturing according to
your requirements, even for small batch orders.

CATO Pan and Countersunk machine
Applications screws - Metric

e Electrical components for
construction. Diameter and
e Household appliances and Ritel 10 12 16 20 25 30 35 40 45 50 60 70
electronic equipment. M3 = 0.5
e Machinery manufacturing. M= 0.7
e Manufacturing of metal and S U
wood furniture. M6 - 1.0

Length (mm)

Note: Upon special request, we can manufacture other types of heads,
slots, tips, and finishes, as well as lengths of up to 4" with partial
threads of up to 3".

Characteristics

Material Low-carbon steel 1018 te i id
ateria ow-carbon stee Para mas informacion,

Finish Zinc plated >96h* eéscanea el' COdIgO QR
y contactanos

of

WWW.cato.com.co

*Hours in the Salt Spray Test without red rust
presence as per ASTM B117.



